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When youngsters get that unstoppable urge to ride, 
there’s no better place to start than aboard Honda’s 
bright red CRF-F off-roaders. Easy to start and easy 

to ride, the fun never stops on a Honda dirt bike. 

Honda’s CRF-F series of off-road bikes offer big excitement and 
confidence-inspiring control that helps aspiring riders and racers develop 

the rough riding skills to tackle the great outdoors. The easy-handling 
CRF50F and CRF70F come with kid-sized proportions, comfortable control 
and racy dirt bike styling. The ever-popular CRF100F offers an unbeatable 

combination of slim design, long-travel suspension and strong, manageable 
power. Powered by rugged and dependable four-stroke engines, all three 

deliver strong acceleration with smooth and easy control. 

Both the CRF50F and larger CRF70F feature easy-operation semi-
automatic gearboxes, while the CRF100F changes gears with a light-action 

clutch and standard 5-speed shifter that boost confidence. Rigid steel 
frames with cushy suspensions really soak up the bumps, making the riding 

fun and easy. With their sharp-looking bright red bodywork and scaled-
down seats and controls, each one these CRF dirt bikes has the aggressive 

look and feel of a winner… and delivers the non-stop thrills of a lifetime.

CRF100F • CRF70F • CRF50F Features
n	Proven, dependable 4-stroke engine produces 
	 strong, easy-to-use power.
n	Responsive piston-valve carburettor offers 
	 excellent rideability and high fuel economy.
n	Ultra-reliable Capacitor Discharge Ignition (CDI) 
	 never needs maintenance.
n	Primary kick-starting for easy starts in any gear.
n	Smooth-shifting 5-speed gearbox (CRF100F) 
	 or 3-speed transmission with automatic clutch 
	 (CRF70F/CRF50F) for easy takeoffs and shifting.
n	Lightweight exhaust system with quiet silencer 
	 equipped with an effective spark arrester.
n	Heavy-duty, light-action clutch offers smooth
	 engagement and durability.
n	Lightweight, strong and durable steel tube frame.
n	Smooth-action 27mm front fork offers 
	 compliant suspension travel and easy control. 
	 (CRF100F/CRF70F)
n	Progressive Pro-Link (CRF100F) or Monoshock 
	 rear suspensions really soak up the bumps.
n	Lightweight, powerful leading/trailing shoe drum brakes.
n	Rugged knobbly tyres offer excellent grip and long life.
n	Keyed ignition switch provides added security. 

CRF100F
Engine Air-cooled 4-stroke 2-valve SOHC single
Displacement 99 cm³  
Bore × Stroke 53 × 45 mm
Compression Ratio 9.4 : 1
Max. Power Output 7.3 kW / 9,500 min-¹ (95/1/EC)
Max. Torque 7.9 Nm / 7,000 min-¹ (95/1/EC)   
Carburation 22 mm piston-valve carburettor
Ignition System Capacitor Discharge (CDI)
Starter Primary kick
Transmission 5-speed
Final Drive #428 roller chain
Dimensions (L×W×H) 1,853 × 786 × 1,046 mm 
Wheelbase 1,249 mm
Seat Height 785 mm
Ground Clearance 254 mm
Fuel Tank Capacity 4.9 litres (including 1.1-litre reserve)
Suspension Front 27 mm leading-axle telescopic fork; 
132 mm axle travel
Suspension Rear Pro-Link swingarm; 
147.3 mm axle travel 
Wheels Front & Rear Steel rim/wire spoke 
Tyres Front 70/100 - 19 (42M)  
Tyres Rear 90/100 - 16 (51M)
Brakes Front 95 mm leading/trailing drum  
Brakes Rear 95 mm leading/trailing drum
Frame Semi-double cradle; steel tube
Caster 28° 50' 
Trail 99 mm
Kerb Weight 78.9 kg

CRF70F
Engine Air-cooled 4-stroke 2-valve SOHC single
Displacement 72 cm³  
Bore × Stroke 47 × 41.4 mm
Compression Ratio 9 : 1
Max. Power Output 3.6 kW / 8,000 min-¹ (95/1/EC)
Max. Torque 5 Nm / 3,500 min-¹ (95/1/EC)   
Carburation 13 mm piston-valve carburettor
Ignition System Capacitor Discharge (CDI)
Starter Primary kick
Transmission 3-speed with automatic clutch
Final Drive #420 roller chain
Dimensions (L×W×H) 1,569 × 694 × 885 mm 
Wheelbase 1,067 mm
Seat Height 662.9 mm
Ground Clearance 178 mm
Fuel Tank Capacity 4.9 litres (including 1.1-litre reserve)
Suspension Front 27 mm leading-axle telescopic fork; 
81.3 mm axle travel
Suspension Rear Monoshock with cantilever-type 
swingarm; 88.9 mm axle travel
Wheels Front & Rear Steel rim/wire spoke 
Tyres Front 2.50 - 14 (4PR)  
Tyres Rear 3.00 - 12 (4PR)
Brakes Front 95 mm leading/trailing drum  
Brakes Rear 95 mm leading/trailing drum
Frame Mono-Backbone; steel tube
Caster 27° 3' 
Trail 61.5 mm
Kerb Weight 63 kg

CRF50F
Engine Air-cooled 4-stroke 2-valve SOHC single
Displacement 49 cm³  
Bore × Stroke 39 × 41.4 mm
Compression Ratio 10 : 1
Max. Power Output 2.2 kW / 8,500 min-¹ (95/1/EC)
Max. Torque 3.43 Nm / 3,500 min-¹ (95/1/EC)  
Carburation 13 mm piston-valve carburettor
Ignition System Capacitor Discharge (CDI)
Starter Primary kick
Transmission 3-speed with automatic clutch
Final Drive #420 roller chain
Dimensions (L×W×H) 1,302 × 581 × 774 mm 
Wheelbase 914 mm
Seat Height 548.6 mm
Ground Clearance 146 mm
Fuel Tank Capacity 2.6 litres (including 0.76-litre reserve)
Suspension Front 21.7 mm inverted telescopic fork; 
88.9 mm axle travel
Suspension Rear Monoshock with cantilever-type
swingarm; 71.1 mm axle travel
Wheels Front & Rear Steel rim/wire spoke 
Tyres Front 2.50 - 10 (33Y)  
Tyres Rear 2.50 - 10 (33Y)
Brakes Front 80 mm leading/trailing drum  
Brakes Rear 80 mm leading/trailing drum
Frame Mono-Backbone; steel tube
Caster 25° 
Trail 33 mm
Kerb Weight 49.9 kg

non-stop fun!




